
lkbZfdy VªSd fuekZ.k dh fof’kf"V;ka@izkfo/kku  
 

vkbZ0vkj0lh0 % 11&1962 ds Draft Revision esa izkfo/kkfur ,oa fons’kksa esa fo’ks"kdj ;wjksi 

ds ns’kksa esa fufeZr lkbZfdy VªSd dh miyC/k tkudkjh ds vuqlkj lkbZfdy VªSd ds lEcU/k esa fuEu 

fof’kf"V;ka@izkfo/kkuksa dk mPp Lrjh; lfefr ls vuqeksnu bl 'krZ ds lkFk fd;k tkrk gS fd 

vkbZ0vkj0lh0 % 11&1962 ds la’kksf/kr Mªk¶V vkus ij ;fn fdlh en dk izkfo/kku vkbZ0vkj0lh0 dksM 

esa fHkUu gS] rks vkbZ0vkj0lh0 dksM ds vuqlkj dk;Zokgh dh tk;sA   

Design  

¼A½ Width  

Desirable Lane Width  

- Arterial Roads & Sub Arterial Roads   2.5 m 

- Distributory Roads     1.5 to 2.5 m 

- Minimum width for a two lane cycle track should be 2.2 m. and 3 m to 4 m for a common 

cycle track and foothpath. In case of distributory roads minimum width should be 1.2 m.  

Obstacles  
 Where trees, electric poles and other encroachments create hindrance in the natural path 

of cycle, change the course of the cyclist with proper turning radius and bring back to the natural 

path. At such places minimum width in a stretch of 40 m can be  

 Cycle Track   = 0.75 m  

 Pedestrian   = 0.6 m  
 

¼B½ Pavement Thickness  

¼i½ Sub-base (GSB)  - 10 cm thick  

¼ii½ Base (WMM)  - 7.5 cm  

¼iii½ BM    - 5 cm thick  

¼iv½ BC    - 2.5 cm  

 ch0lh0 ,oa ,l0Mh0ch0lh0 ds LFkku ij Micro surfacing Hkh dh tk ldrh gSA  
  

(C) Edge Treatment  

 ¼1½ Inner side  

 eq[; dSfjt&os ,oa lkbZfdy VªSd dks vyx djus ds fy;s eq[; dSfjt&os dh ,t 

dh vksj fuEukuqlkj dk;Zokgh dh tkuh pkfg;s & 

  ¼i½ miyC/k ds vuqlkj IykUVj fuekZ.kA  

  ¼ii½ ekxZ dh lrg ls 15 ls0eh0 Åaps 30X10 ls0eh0 lkbt ds Kerb LVksuA  

  ¼iii½ jsfyaxA   

 Mªsust ds fy;s ;g mi;qZDr gksxk fd eq[; dSfjt&os ekxZ ls lkbZfdy VªSd dk ySoy 

;Fkk lEHko 2 ls 2-5 ls0eh0 uhpk j[kk tk;sA       Øe’k% ist 02------ 

& 2 &  



 ¼2½ Outer side  

 lkbZfdy VªSd ds ckgjh fdukjs ij jsTM@ySoy QqVikFk cuk;k tkuk pkfg;s ,oa ikuh 

dks Mªsu djus ds fy;s ds0lh0 Mªsu dk fuekZ.k fd;k tkuk pkfg;sA  

 
(D) Signage Marking    

¼i½ dSfjt&os ds Åij 50 ls 60 eh0 dh nwjh ij White colour ls lkbZfdy dk Symbol cuk;k 

tk;sA    

 

 

 

 

 

 
 
 

¼ii½ lkbZfdy VªSd ftl LFkku ij eq[; ekxZ dks Økl djsxk] ml LFkku ij Hkh 4 eh0 pkSM+kbZ esa 

gjs jax ls Coloured surfacing dj lkbZfdy VªSd dk Symbol cuk;k tk;sxkA  

 

 
 
 
 
 
 
 
 
 
 

¼iii½ jksM ekfdZax ds fy;s vkbZ0vkj0lh0 % 11&1962 esa izkfo/kkfur lkbZust dk fuEukuqlkj 

mi;ksx fd;k tkuk pkfg;s &  
 
 
 
 
 
 
 
 

Cycle Prohibited 
Note - to prohibit cyclists from using 

elevated roads like flyovers and they 

should remain at grade for movement. 

 
 
 
 
 
 

Compulsory cycle track/ 
cycles only 

 

 
 
 
 
 
 

Compulsory Route For Cyclists & 
Pedestrians 
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Segregated Cycle & Pedestrian Route  

 
 
 
 
 
 

Cycle Crossing 

 
 
 
 
 
 

Cycle Route Ahead 

 

 
(E) Junction  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Exit to Junction 
 
(F) Typical Cross section  
 

 

Typical Cross section for 41.5m ROW 
 
 

 
 
 
 
 
 
 
 
 
 

 

Typical Cross section for a 32.5m ROW 
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(G) Cross section  

 
 

Cross section – Distributory street with Parking. 
 
 
 
 

 
 

Cross section – Distributory street 
 
 

 


