Meerut Development authority, Meerut

Notice Inviting Tenders-8

Sealed Tenders are invited for the following works so as to reach the Meerut Development
Authority. Opposite Police Lines, Meerut latest by ...3.00 P.M,

Name of Scheme :- I&eTd YR JISHT HAFCR—3 & 5 G Gl UTb & HMT 45 HIo IS
Aeh & A Rerg ded aof H UMD B |

S.No. Item Estimated Earnest Cost of Time of
Cost Mone Tender Completion
In Laks Laks Form
1- 95 QNI JISHT Haek—3 9 18.39 1.85 1145/— Q€0 1 HIE
59 Sl Ui & AT 45 HI0
drel Fsd & 7Y Red dwdl
ISl H SEIHRT B |
2. Tender will be opened at 4.00 P.M.on ............ 06.06.2016............ and the tenders are welcome to
be present.

3. The work must be completely finished in accordance with the contract documents with in the time
prescribed as mentioned above form the date order of the to commence work.

4. The notice copies of the drawings and other documents per tainting to the work will be open for
inspection by the tender at the office of the Meerut Development Authority during working hours after
...................... day of 04.06.2016... blank tender forms along with other documents can be obtained
from the office of the Meerut Development Authority during hours on payment of cost as above per
set.

5. Each tender must be accompanied by deposit mentioned above as earnest money in any of the
following forms.

6. (A) Government Securities, municipal debentures or bonus of any other corporation owned or
controlled by department part trust bonds or receipt of any scheduled bank in India pledged to Meerut
Development Authority, Meerut

(B) National Saving Certificate/National Plan certificates /Defense  Savings/National Defense
Certificates pledged to Meerut Development Authority Meerut.

(C) Post Office Savings Bank Pass book pledged to Meerut Development Authority, Meerut.

6. Sales Tax & Other Taxes if any on materials in respect of this contract shall be payable by the
contractor and Meerut Development Authority, Meerut will not entered in and claim whatsoever in
this respect. No tenders shall be permitted to tender for works in the Meerut Development Authority.
Where any near relative of this is posted in the service of Meerut Development Authority, Meerut.

7. The expression tender of self used in this clause include any partner or director of the tendering firm
company as the case may be.



8. The tenders are advised to see the site of the work and they will be deemed to have fallterised them
selves with the scope of work local conditions, drawings, specification. Conditions of contract etc. before
submitting their tenders.

9. Tenders shall remain open for acceptance for period of three months from the date opening of tenders.
10. Canvassing in any form will disqualify a tender.

11. All rates shall be quoted on the bank form of the tender supplied by the Meerut Development
Authority. Tenders with rates quoted on private paper are liable to be rejected.

12. The notice inviting tender shall form art of the contract when concluded.

13. Unless the person whose tender is accepted sign a contract and deposits the security secifie3d iinpart-
5 above within seven days after he is revised to do so the earnest many deposited by him or equivalent
amount out of the general security deposit will be forfeited.

14. On acceptance of the tender the name of the accredited representative of the contractor. Who would
be responsible for taking instruction form the Engineer in charge shall be communicated to the officer
selling for tenders.

15. In consideration of the Meerut Development Authority having treated the tenders to be an eligible
person whose tender should be considered that tenders agree to the condition that the proposal iin
response to invitations shall not be with drawn by tenderer within the said period the earnest money
deposited by him nay be forfeited to the Meerut Development Authority, Meerut.

16. If subsequent to submission of his tender any tenderer amends, alter, notified the contents of his
conditions tender shall deemed to have with are now acceptable to the authority then for their purpose of
his condition tender shall deemed to have withdrawn his proposals.

17. At the time of preparation of contract bond stamp duty of Rs.......... Shall be deposited by the
contractor on the amount E/M of the tender. This shall be minimum of Rs............. And further stamp
duty on fraction of Rs. 1000 @ 8.00%.

18. Authority reserves the right to accept or reject the tender in part or in full.
19. Conditional tenders are liable to be rejected.

20. For non compliance with any of the above instruction the tender is able to be rejected.
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Material conditions & general specifications :-
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All work shall be carried out in the accordance with the U.P.P.W.D. detailed specifications
modified upto date.

MATERIALS :- All materials to be used in the work shall be of new and of quality and kind
specified in the current U.P.P.W.D. detailed specification.

Sand: 3/4 Fine sand, this shall confirm to be latest U.P.P.W.D. detailed specification & shall be
free from silt, clay & foreign matter and shall be free form site have the desired quality, brought
form Jamuna or Ganga rige. To obtain the desired finesse modules of the fine sand, if required the
coarse sand be balanced with the fine sand available.

Coarse Sand :- This shall be of approved quality brought form approved quantity the sand shall be
screened & shall be at the lineness modules of 2.2 to 3:6.

Bricks :- The brick shall be best locally available Ist class bricks approved by the Engineer in
charge brought form approved brick klin.

All the conditions of G.P.W. form no. 9 of U.P.P.W.D. shall be applicable & part of the contract.
The contractor shall have to sign farkhati at the time of final bill.

The tender shall be subjected to the conditions given in the tender notice of the tender shall be
submitted along with stamp paper of Rs. 10/- signed by the contractor, which shall be part of the
agreement.

At the time of preparation of contract bond stamp duty of 8.00% shall be deposited by the
contractor on the amount of earnest money of the tender. This shall be minimum of Rs. 80.00 &
further stamp duty of fraction at Rs. 1000/- @ Rs. 8.00%.

I/We tender our rates ................. above/below of the rates given in the bill of quantity as
above.

The earth work will be done by road roller & mixing of L.C. & P.C.C. will be done by contract
mixture arranged by contractor on his own expenditures.

Strike out whichever is not applicable.

Postal Address & Telephone No. Signature of Contractor

Office Inviting Tender Office Receiving Tender Office Opening Tender



MEERIT DEVELOPMENT AUTHORITY
ADDITIONAL CONDITONS OF THE CONTRACT

Each page of the bill of quantity. Specification and condition should be signed by the
contractor.

Tenderors should given their rates after careful examination of site of work. Drawings
can be seen in the office during working hours. Drawing and specification can however
be modified without entitiling the contractor to any compensation due to change made
there in. Change of site will also not entitle the contractor to any compensation.

The contractor must take late consideration, all fluctuations in rates of labour and
materials during currency of the work, No claim what so ever on this account shall be
entertained.

The units of ration as shown in the bill of quantities should be carefully seen as refer,
once give by the contractor shall, remain unchanged and no execute on any account will
be entrtained after the tender box has been closed.

RIGHT OF REJECTION :- The department reserves the right to reject any or all the
tendors without assigning and reason for doing to. It also reserves the the right to allot
either a part of the work or the whole to any tendors, should the sold tenderors refuse to
sign the bond. If he is given a portion of work, his proportionate earnest money shall be
forfieted and his tender rejected.

INSPECTION OF THE SITE AND CHARAOTER OF SOIL:- The contractor shall inspect
and examine the site and its surroundings and shall satisfy before submitting his tender
as to the nature of the grounds or subsoils and specially about the through and on which
excavation is to made foundations to be built not other work to be executed. In his
interest he should make sure of the position of quarries, topography of the site,
availability of food stuffs, labour and materials and other ammolleles before tendering. no
claim for additional work or extra due to any of the above reasons will be allowed as
specified in general specifications.

LINES AND LEVELS :- The contractor shall be solely responsible for setting out the work
and for the correctness of the possitions levels dimensions and aruments according to
the plants and shall provide all necessary assistance instrument page atnkon, pollon and
other materials required for the purpose. He will keep his own qualified staff and
instruments to do the job. The tendered rate shall be deemed to included all this.

TOOLS AND PLANTS :—The contractor shall arrange of his own tools and plants
required for the proper execution and completion of the work wihtin the specified time. If
any equipment is issued departmentally, rent will be recovered from the contractor’s bill
at rates and terms to be entertained by the contractor from the Engineer in charge in
writing etc.

WATCH AND WARD:—The contractor shall in connection with the the work provide and
maintain at his own cost all guard, fencing and watch and ward required for proper
execution and safety of materials etc.
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MEASUREMENTS:—The Engineer in charge shall accept otherwise stated ascertain
and determine by measurements the value in accordance with the contract of the work
done. He shall when he require any part or parts of the work to be measured, give notice
to the contractor. Who shall forth with attend or send on authorised agent of
representative with the necessary labour and implements to assist the official mesauring
the work in making such measurement and shall furnish all particulars required. Should
the contractor fall , to attend or omit to send such Agent or representative, than the
measurement made by the Engineer In charge of any official under him of approved by
him, shall be taken to be the correct measurement of the work.

MATERIALS AND APPLIANCES:—AIl reasonable facilities will be provided by the
Authority to the contractor for procuring of controlled materials but the failure, on the part
of the contractor to get the materials in pursuance to any permit etc. Issued on behalf of
the Authority, shall not serve any ground for not carrying out his obligation under the
contractor.

TIME OF WORKING:—The contractor will be required to so that the usual working
hourse are adhared to No work should be done in night without the permission of the
Engineer in charge except when its absolutely necessary for the saying of life or property
or for the safety of the work in which case the contractor shall immediately seek advice
of the Engineer in charge Some times however, some work. It may be directed by
Engineer in charge will have to be carried out in the night and no extra payment shall be
made to the contractor on this account.

PROGRAMME AND RETURNS TO BE FURNISHED :—As soon as pencil cable but not
less than one month after the acceptance of his tender the contractor shall, if required to
submit to Engineer in charge for his approval a program showing the order of procedure
and method in which he proposed to carry out the works and shall whenever required by
the Engineer in charge for his information particulars in writing of the contractor
arrangement for the carrying out of works.

DRAWING AND THEIR OWNER SHIP:—The acts of working drawing be got issued by
the contractor from the office after his tender has been accepted., Contractor shall keep
one set of drawing in the good condition ready at site and available to department
Engineer staff. On completion of the work the contractor will have to return these drawing
to the office.

EXTRAITION OF WORKS :—The cost of extra items of the works necessitated during
the execution of the work shall be determined as stated In MDA conditions of contract.

CLAIMS :—The contractor shall submit to the executive engineer once in very month an
account giving full and detailed particulars of all claims for any additional expenses to
which the contractor may consider him self entitled and of the extra and additional works
order and executed during the proceeding month. No Claim for payment for any scuh
work shall be considered which has not been included in such particulars.

DEFAULT OF CONTRACTORS COMPLIANCE:—Defence of the instructions of the
Executive Engineer in charge on the part of the contractor will make the contractor liable
to be terminated.

Will full in subordination or disobedience to the orders of the Engineering staff whether
alone or in combination with another shall be considered to be an act of misbehaviour
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and penalty for this as decided and improved by the Executive. Engineer shall be final
and binding on the contractor.

CLEARANCE OF SITE ON COMPLETION:—The contractor shall at all times keep the
premises free from accumulated was to materials or rubbish caused by his employees
on the works and on completion of the work he shall clear away and removes from site
all construction wastes, surplus materials, rubbish and temporary works of any kind and
fill up borrow pits dug by him. He will leave while of the site and work clean and in a
workman like conditions to the entire satisfaction of the Engineer in charge as provided
in M.D.A. condition of contract. Nothing extra shall be paid to the contractor for this
clearing.

FOSSHS ETC:—All found, coins articles of value of antiquity and other remains of things
of geological or archeological interest discovered on the site of the work shall be given
the Authority by the contractor and shall be decency absolute property of the Authority.

SUSPENSION WORK:—The contractor shall on the written order of the Executive
Engineer, suspend the progress of the works of any part here of for such time and in
such manner as may be considered necessary and shall during such suspension
property protect and accrue the work so far as is necessary in the opinion of the
Executive Engineer. Nothing extra shall be paid to the contractor. If such a suspension is
necessary for the proper execution of the work by reasons of the weather or by some
default on the part.

SUB STANDARD WONK:—concrete of strength below 80% of the required strength (as
determined actual tests) shall not be accepted concrete of strength not below 80% of
required strength may be accepted as sub standard work at suitably reduced rates
provided the use of this under strength concrete is confirmed to such members and in
such quantities that the safety of the structure is not end an greed. the acceptance, of
such sub standard work will be at the entirely discretion of Executive. Engineer and
contractor shall not claim as a matter of right. The decision of Executive. Engineer shall
be final regarding reduction of rates for such sub standard works.

If required the contractor shall provide at his own expenses suitable accommodation for
his employee including adequate sanitary arrangements and water supply.

The quantities shown in the bill of quantities are approximate and liable to variation to
any extent on either side and the contractor will not be entitled to any extra rates or
compensation due to any change in the quantity of the work to be done. Few items may
be required to be omitted and contractor shall, not entitled to claim and profit on this
account.

Joint tender will not be considered unless the film is registered one or the person signing
the tender possesses the power of attorney of each other and the partners shall be
considered as well as Individually or the tender calling which the tender is liable to be
rejected and earnest money forfelted.

No more than one tender shoseuld to be submitted by one contractor or by one firm of
contractors.

All tendered reates shall be considered to include all jobs as mentioned in the detalled
specifications attached.
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After acceptance of the tender the M.D.A conditions of contract with necessary
amendments will be attached with the bond and the same will be binding on the
contractor.

The work of electric fittings shall be taken in hand when he building work has sufficiently
advanced. The contractor will have to afford all facilities to other contractor in the
executive of their work so that the entire work may proceed in the execution of their work
so that the entire may proceed smoothly. No compensation on this account shall be
allowed.

When opening the tenders the rates shall be read out to all contractors. Who are
present.

The white lime required for the work shall be brought to the site in unsiacked conditions
and sinchod property and to specification on the work after approval of the Engineer in
charge or his representative.

All building materials arranged by the contractor shall be subject to the approved of the
Engineer in charge and rejected materials if any, will have to be removed by the
contractor with in three days from the the site of the work otherwise a penalty of Rs. 50
per day may by imposed on him till the materials in questions are removed.

The materials to be supplied by the department as per schedule “C” appended at the
rates mentioned there in shall be supplied to the contractor in such lots and at such time
as the Engineer in charge desired. The contractor should send his requirement will on
advance to the Engineer In charge. The materials will be supplied in time as far as
possible but in case of any materials belong not available no claim will be entertained in
case of material in schedule “C” the contractor will use only those material which have
been issued by the /Department unless directed by the Engineer in charge and approved
by the executive Engineer.

Other materials not covered by the schedule “C” can also be issued to the contractor at
the discretion of the Executive Engineer In charge if available at the current market rate
of stock rates which ever is higher.

All materials issued to the contractor will have to bestnoked and stored properly at the
site of the work and a proper account will have to be maintained by the contractor in
accordance with the instructions of the engineer in charge etc. so that checking can be
done when necessary. If any surplus materials are left after the completion of the work it
shall put to disposed or removed by the contractor unless he receives permission in
writing from the Engineer in charge.

An order book will be kept at the site of the work in which instruction on may be recorded
by the Engineer in charge or his representative. The contractor or his authorized Agent
will be required to sign the order book daily in acknowledgement of the instructions. In
case the contractor refuse to do so the instructions written there in shall be binding on
the contractor.

VERBAL INSTRUCTIONS ISSUED BY THE OFFICERS : Any verbal instruction issued
by officers from time to time in connection with; change in design or specification which
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the contractor thinks entitles him for extra payment shall be got confirmed in writing by
the contractor . Failure to do this will not account entitle him extra payment.

The contractor shall be responsible to carry out the work according to the drawing
attached with the contract bond drawing of details given by Engineer I/C. Incase the
contractor executes the work of larger dimension than shown in drawing he will only be
paid for as per drawings in case work executed is of less dimensions and not covered by
the tolerances allowed, It will be at the discreation of Engineer Incharge to accept the
work or to reject. In case the work to be accepted the payment will be made as per
dimensions actually executed.

The contractor before commencing the work shall (a) part in a conspineous place at the
hole of work notice, going the proper of wages which have been certified by the
Engineer in charge.

The contractor shall be bound by the rules made by the Govt. with regard to the period
for which wages have to be paid and deduction from wages.

The contractor shall be bound to give preference to ex-service man where available. The
nearest sub regional employment exchange may be consulted regarding available of
such man.

The tender rates shall includes all quarrying charges, royalty screening tools and plants
carriage of materials to the site stacking and removal of all rekected materials, all taxes&
water arrangement etc.

Condition of M.D.A conditions of contract manual from 79/80/81/82 will also be
applicable and will form part of the contractor.

No claim for extra payment on account of delay in the supply of material or machines to
be issued by the M.D.A will be entertained.

The contractor must write there correct and complete postal address in tender and
arrange to take the delivery of all letter. If any letter achieved back undelivered it will be
contractor responsibility and contractor shall be bound for such action as may be written
in the content of such letter. Any change of address must be intimated to this office for
which he should obtain acknowledgements. The contractor or his agent will not refuse to
delivery of letter at the site of work in M.D.A office.

Stamps duty as required on the contract deed will be borne by the contractor.

The. M.D.A. Shall have the right of accept at reduced rate sub standard and defective
work provided that the sub standard or defective work out considered to be seriously
defective by the Engineer In charge and the rates of works so accepted will be suitably
reduced by the Executive Engineer to compensate the M.D.A and such reduction will be
at the entire discretion of the Executive Engineer and shall be final and binding on the
contractor.
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The work must comply with the relevant U.P. PWD detailed specifications and relevant
latest standards of Indian standard codes, as Specified in regarding applicability
interpretation or any dispute about specifications shall be final binding on the contractor.
The tenderor shall be deemed to cover the following where required to be done and no
extra payment for these shall be made.

(@) Cutting of existing roads and making it good after completion of work in original
shape and with specification of broken work.

(b) Cutting and making holes to the brick work or roofs (RB or RCC) or floors or
plaster and making good the same after completion of the work to original shape
and with specification of broken work.

(c) Making of pillars to first class brick in 1:3 cement and approved coarse send
mortar for finding water supply lines of water storage rank as desired by the
Engineer in change.

(d) Painting two coals of approved paint on all exposed faces either or H.C.l. pipe
lines.flushing classes bracket and other fittings and M.S. banks and girders etc.

(e) Load jointing in HCL Boll and vent pipes lead shall be filled up to 2 cm minimum
extra than chaulking by jute.

() The supervising staff can check by getting the lead joints opened upto 20% of all
the joints the same shall have to be referred by the contractor at his own cost. If
any joint found with lesser quantity of lead or cracks in lead jointing the penalty as
deemed by the Engineer Incharge shall be imposed to all joints.

The contractor shall have to dispose of all surplus earth, and rubbish etc. away
from the building from the site of the work as and where directed by the Eh. In
charge at the time of the completion.

All the concealed pipe shall be tested as per direction of Engineer in charge and shall be
concealed only when it is approved. The testing charges and equipment etc. for the
same be borne by the contractor. The contractor shall be responsible for the leakage till
the 10% security is released.

The tendered rate shall include all the local and other taxes,. water charges, carring etc.
No claim shall be entertained on such account the quantities are liable to vary on either
side to anyextent for which no claim shall be entertained.

After laying and joining, the S.W. and HCL pipes and fittings shall be inspected and got
tested any joint found leaking shall be done and all leaking pipes removed and replaced
without extra coat.

The tendered rate shall be deemed cover the charges of making connection with water
tanks and supply pipes etc. for which nothing extra shall be paid.
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The floor and walls etc. cut for proper completion of the work shall be repaired and
finished to its original specification.

The GI pipe work including fitting shall be tested to pressure as specified in relevant IS
code to ensure that pipes have proper threads and proper materials. All leaky joints shall
be made leak proof. Smoke test shall be carried out for HCL pipe line work as provided
in the specifications. The S.W pipe shall be tested for 5 mtrs. Head of water nothing
extra shall be paid for all these testing.

For the material supplied by the department proper accounts will have to be maintained.
For cement double lock system will have to be followed.

Floor trap, nahani trap if any and W.C. shall be paid at the reduced rates i.e 90% of the
rate till got tested against leakage to the satisfaction of the engineer incharge.

The contractor has to carry out the work of testing twice once before taking the final
measurement and secondly any time during period of a month from the date of expiry of
contract i.e malntuenance period of a month payment, for this 10% security shall be
refunded only after the satisfactory comlition of work, test maintenance period.

No payment will be made to contractor for qutting charge and its repair in brick work after
completion of work for fixing percaste or cast insite, RCC shelves and no claim on this
account shall be entertained.

The lambs of the doors, windows shall be finished with cement mortar 1:2:2: (1 cement,
2 coarse sand, 2 jamuna sand ) against the 12 mm and 15 mm thick plastering items of
bill of quantities but nothin extra will be pald on this account.

No clain will be made to contractor for damage to building works or materials caused by

rain, any natural clainities or any other reason what so ever durinng the execution of the
work and no such claim on this account shall be entertained.

I/We have carefully read the above conditions and agreed to abide by them.
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34, WdR UFE B YOI ®Y A UTeT DHRAT ShaR Bl RTHGRI BRfT |
35. Ul & TERE g W W AMBIGR AT DI eI W BT BT |

36 IfT Oief WeRWTg H ATRATE! & BRO AT I fHdl dRor 9 &fousd 89 ar fa=r
bl ARSI YA & SHAR Bl AU FI W e JJAR FeiRa Sarg o1 dren
Bl YTl W AT BT BRI |

37 TR Upfd & &l 2g AT & B arell BH Bl Iad Udbfd & BRI BT Aq9a
UHIOT O QT BT JAT Y, BIawe e =gl e ardidpd wr &1 SR |

38 BRI H HAMD b AR g MDA BT IRl SRS B IBRWF ThaR
ERT fhar SR | fSRTehT T9g qHg 0 YusH Al fbar SR |

39 WM & YD 1497 /3Me—1—14 fafde /2014 {36 0352014 & U H ShaR
Ol @7 Mgl fIWRT /e T & TR | 8 U B Afe Sad ql faWnT
P IR H U SUTeT T8l € A1 99 /e AUnT 9 uiel &1 19 Sudierdr & aE |




AT U5 U BR- & SURIT ol ol deRmaRt | iy U @ S dddl 2
ARIORT &1 YA q&d BT |

40. JGRTIAT Y & gRT By T BT B ARG B & gRT TR R Bl SwdAT=iRoT
PR B SURI B TR BH Bl AT I fhar SR |

41. a18g o AT g1 f5d T SR & aRfud IR /IRd) & SRR SR
@ IR & T BH Bl AFTH A fhar STRAT |

42. IR BRI H YYad B dTell W& SHER Pl UIIHROT §RT Fleld THOSI0UI0
A ol BRTT | f9a! SheR & 9 & &l a1 SIRIN | gHociodlo W @ 7 e
@1 T H SHER ERT WK Bl ATYfT T BT BT |

TR STfHNT, I,
IS fawrT yrferanvoT,
WS |



NAME OF WORK: da&]Xq w

Bill Of Quantity

Tsb & qeg Rerd dedl dol H SYUMIHRIT B |

QIoTT Hdei—3 9 5 9 SIFel Ul & IrH- 45 H0 sl

SL.
NO

ITEM

Unit

Rate Rs.

Amount

2

3

4

5.

1-

Surface dressing of the ground including
removing vegetation and inequalities not
exceeding 15 cm deep and disposal of
rubbish, lead upto 50 mm and lift upto 1.5
mtr. (D.S.R-2.28.1) All kinds of soil

5708.45 Sgm

935.25/100
Sgm

Earth work in cutting or in embankment in
ordinary soil excavation to be in the form of
regular pits not exceeding to be in the form of
regular pits not exceeding 0.50 M. in depth
and earth work in embankment to be in 20
cm. layers including remming and dressing
the surface to required levels and slopes and
also including 1.50 M. lift and 30 M. lead.
The earth from cutting to be used in making
embankment or to be deposited as spoil
banks with-in 30 M. distance as directed by
the Engineer incharge. Cartage upto 8 km at
site .(Excluding royality)

80.00 Cum

280/Cum

Digging holes in ordinary soil and refilling the
same with the excavated earth mixed with
manure of sludge in the ration of 2:1 by
volume (2 parts of stacked volume of earth
after reduction by 20%: 1 part of stacked
volume of manure after reduction by 8%)
flooding with water, dressing including
removal of rubbish and surpls earth, if any
with all leads and lifts (cost of manure,
sludge of extra good earth if needed to be
paid for separately) Holes 60 cm dia, and 60
cm deep & 45 cm dia, and 45 cm deep.

2613 No

3800 No

24.70/Per Hole
10.70/Per Hole

Rough dressing the trenched ground
including beaking clods.

5708.45 Sgm

59.85/ 100 Sgm

Uprooting weeds from the trenched area
after 10 to 15 days of its flooding with water
including disposal of uprooted vegetation.

5708.45 Sgm

194.05/Per 100
Sgm

Fine dressing the ground

5708.45 Sgm

145.90/Per 100
Sgm

Spreading of sludge dump manure or/and
good earth in required thickness (Cost of
sludge, dump manure or/and good earth tl be
paid separately).

99.50 Cum

21/Cum

Mixing earth and sludge or manure in
proportion specified or directed.

99.50 Cum

14.35/Cum

Supply Carpet Doob grass seletion no 1 at
site including all charge royalty andOcarriage.

796 Sgm

50/Per Sgm

Grassing with 'Doob’ grass including
watering and maintenance of the lawn for 30
days or more till the grass forms a thick lawn
free from weeds and fit for mowing including
supplying good earth if needed (the good

3980 Sgm

700.25/100 Sgm




earth shall be paid for separately).

Supplying and stacking at side dump manurs 333 Cum 239/Per Cum
11- | form Badli or other approved source,
including carriage upto 1 km (Manure
measured in stacka will ne reduced by 8%
for paymant). (D.S.R.-23.3)
12- | Supplying and stacking at site defferent
variety flowering and ormamental plants in
polythene bag well developed multi branched
plants including royalty and carriage.
1- Ficus Regnold Tapori 4'-5 1067 No 375/Per Plant
2- Juniprus 2'-3 1067 No 150/Per Plant
3- Bottal Palm 8'-10' 213 No 1150/Per Plant
4- Plumeria alba 2-3 213 No 175/Per Plant
5- Pipal/pilkhan (Katta Podh) 53 No 70/Per Plant
6- Ticoma gorichori 2'-3 736 No 20/Per Plant
7- Calendra 2-3 736 No 20/Per Plant
8- Verigated Chandni 2'-3 736 No 40/Per Plant
9- Hemalia 2-3 736 No 20/Per Plant
10- Gurhal 2-3 736 No 20/Per Plant
11- Sirsicis plam 1-2' 30 No 2000/Per Plant
12- Fercaria 1-2 30 No 250/Per Plant
13- yuca 1-2' 30 No 100/Per Plant
14- Golden bottel brush topari 5'-5' 30 No 850/Per Plant
15- Enermy/lal badsha 1" 10670 NO 10/Per Plant
13- | Supply of application of antitermite 128 Lit. 330/Per Lit.
Choloropyrephose 20% ec at site i/c royalti
and carriage etc.
14- | Submer Pump 2 H.P Lubi make I.S.I mark 1 No 49004/Per
approved by M.D.A including boring all
complete.
15- | Supply and laying 20 mm G.I pipe. 16 Rm 16.60/Per RM
16- | Making connection of G.I. pipe. 22 No 187.20/Per each
17- | Supply and loying 100 mm dia. P.V.C pipe. 1170 Rm 215/Rm




ANNEXURE-1

Tender Invited by Executive Engineer................... Meerut Development

Authority, Meerut (U.P)
Tender Notice NO........ccovveneeennn. Dated......ccooevveeeieeeeeeee e

Name of TENAEIIWVOIK. .....eeeie e

In consideration of the Meerut Development Authority having treated terdre to be an eligible
person whose tender may be considered the tendered agrees to the conditions that the proposals in the
above invitation shall not be with drawn with in three months from the date of opening of the tender and
also to the conditions that in case after the tender is with drawn his proposal with in the stipulated
period, the eathest money deposited by him shall be forfelted to the Meerut Development Authority. |
here by agree to the effect that if subsequent tl the submission of my tender,a modification is made by
me in respect of contents of my tender wihich is not acceplable to the Meerut Development Authority it
may be DEEMED as withdrawl of my proposal and consequehtyly, | am liable for action as above.

| abide by all the rules and rgulations for Meerut Development Authority, Meerut.

Sigined by.........ocoeiiiieeeen, day Oof..cooovvvveireennen

Singned BY.......oooeviiii
(and seal of the firn)

Important Notice: This under taking is to be signed by the contractor on stamp peper of Rs. 10/- only.
This is to be submitted along with the tender, falling which the tender is libale to be rejected and it shall
be attesied from Public-Notary.



